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WALPRESTA-Programme Configuration examples

Mopaya cxaroro Bo3ayxa /Supply PacnpepeneHue cxatoro Bosayxa, NHEBMaTUYECKMIA UHCTPYMEHT, Npumepbl koHdmrypauumm / Distribution, air tools, configuration examples

(15,2 n/c /s - Ap 0,3 Gap / bar) LT-006
LS-006

AN NHeBMaTU4eCcKoro MHCTpyMeHTa HebonbLuoro pasmepa / for small air
tools

(38,5n/c/lis - Ap036ap/bar

LS-009 ANS MHeBMaTUYEeCKOro MHCTPYMeHTa cpeaHero pasmepa / for medium-sized
il / air tools

NW > 11 mm

(46 n/c/ /s - Ap 0,3 6ap / bar Lrlsn

LS-E11 ONs MHeBMAaTU4eCKOro MHCTpyMeHTa bonbluero pasmepa / for larger air tools
NW > 13 mm

(70 n/c /s - Ap 0,3 6ap / bar)
LS-012

NW > 11 mm

NW > 13 mm

LT-006
(
z.B 3 x LS-006
(300 n/c/I/s - Ap 0,3 6ap / bar)
LS-023 =
. i ,||||||||||.’~|ulll\\\\l\
e 8=
> NW 25 mm z.B 3 x LS-006

z.B 3 x LS-012

LS-023 % % % % % |
&) [l]ﬁ_gf—i 0
— % % % % 2.B 11 x LS-006

(950 n/c / /s - Ap 0,3 6ap / bar)
LS-038 % % % %

m @ En _; - il —— O {——0
> NW 40 mm %%%% 2.B. 9 x LS-006

E—

z.B 3 x LS-023

=
LS-038/ r%%%%%%%
L T

Tpyb6onpoBoaHasa ceTb C TUNOBbLIM AaBrieHuemM 7 6ap (6 6ap nsbbiTouHoro aaBneHus) / Piping system 105 psi typical (87 psi overpressure)

"



Nporpamma WALPRESTA  0630p cepun

WALPRESTA-Programme Overview

ACCOpPTUMEHT Haluen NpPoAyKUUMK:

* besonacHble BPC c 3almuTon OT OTCKOKA LuslaHra npu
pasbenuHeHuun cepum LS

yHuBepcanbHble 6e3onacHble BPC ans cxatoro Bo3gyxa
HOMWHanbHOro AnameTpa 6, 9 n 11 mm, n 12, 23 1 38 mm

cTp. 4-7

* BPC ansa nHeBMOMHCTpYyMeHTa cepum LT
nérkne BPC ans cxartoro Bo3gyxa HOMUHaNbHOro
aonametpa 6, 9 m 11 mm

cTp. 8-9

» CnupanbHbie wnaHru WALPRESTA ctp. 10
M3roTOBMEHbI N3 MONMypeTaHa, HoOMUHanbHbIN gnameTp 7,8,9 n 11
MM, AnvHa 4,5 go 10 meTpoB

* lononHutenbHoe obopyaoBaHue
3alumTa oT uapanvH ansi cepum LT,
nHeBmonuctonetsl WALPRESTA

ctp. 11-12

* MaTtepuansbi:
* Nnpeobnagarowunin matepuan ynnoTHEHUA: HUTPUIN
* TaKKe npeanaraeTcsa Bepcus 6e3 cunMkoHoOBOW cmasku (Bepcus FL)

walther
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Our product range at a glance:
* WALPRESTA safety coupling series LS

Universal compressed air safety couplings in
nominal sizes of 6, 9 and 11 mm,

also 12, 23 and 38 mm S. 4-7
* WALPRESTA tool coupling series LT

Light-weight compressed air couplings in nominal sizes

of 6,2 and 11 mm S. 8-9

* WALPRESTA spiral hoses
Made of polyurethane, in nominal sizes of 7, 8, 9 and 11 mm

and lengths from 4,5 to 10 m S. 10
* Accessories

Scratch protection for series LT

WALPRESTA blow guns S.11-12

Please note:
* General seal quality: NBR

* Also available free of lacquer wetting inhibitors (FL version)

OT cMcTeMbl NOAAYM CXXaTOro Bo3Ayxa A0 NHEBMaTUYeCKoro MHCTpyMeHTa — Tonbko peweHus WALTHER / From the compressed air network to the air tool - entirely WALTHER

Be3onacHoe BPC pns
cxaToro BO3Ayxa,

BPC ans cxatoro Bo3ayxa,

Hanpnvep, LT-006 ¢ Hunnenb, Hanpumvep,

Hanpumep. Hunnens, 3aLUMTON OT LapanuH LP-006-1 +
WALPRESTA LS-006  HanbuMEeR: Comm resseduaiF; couplin MHEBMOUHCTPYMEHT,
Compressed air safety ~ LP-006-1 CrviparbHbI LaHr, . IE)T—OOG i scraﬁchgy NHEBMONMUCTONET 1 T.M.
coupling, e.g. Adaptor, Hanpumep, AnameTpom B 9 MM .rgo'tection Adaptor, e.g. LP-006 +
WALPRESTA LS-006 e.g. LP-006-1 Spiral hose, e.g. DN 9 mm P tool, blow gun etc.

MbI Takxke noctaBnssem CUCTEMbl WALPRESTA B
nosfiHom c6ope U npolweaWnMU TeCTUpOBaHUe.

Haw coBeT:

npv BbIGOpe pa3MepoB KOMMOHEHTOB CUCTEMbI MHEBMATUYECKOTO
KOHTypa ocoboe BHUMaHWe crnegyeT yaensaTb NoaaepXXaHuio BbICOKON
MPONYCKHOW CMOCOBHOCTM KaXaoro U3 HUX (To ectb, MydT U HUNNenew
Kak Ha CTOpPOHe MoJayv Bo3ayxa, Tak U Ha CTOPOHE MHCTPYMEHTA,
TakKke BaXeH AMameTp LUMaHroB).

Ecnu nHeBmMaTnyeckasa cuctema ocHalleHa KOMMOHEHTamun
HeJoCTaTOYHOro AMameTpa, 3TO NPaKTUYECKN Hen3bexHo BeAET K
He[oCTaTO4HOM nModade Bo3ayxa Kk MHCTpyMeHTam. Kak cnepcreue,
Npon3BOANTENBHOCTb MHEBMOVMHCTPYMEHTOB Najaer.

We also deliver your WALPRESTA-SYSTEM fully
assembled and tested.

Practical advice:

When sizing the pneumatic line system, special aftention must
be paid to achieving high flow rates for all of the single
components (i.e. couplings and adaptors on both the supply
and tool side as well as the hose size).

If the line system is equipped with insufficiently dimensioned
components, this will lead almost inevitably to an undersupply
of the consuming unit. Consequently, the machining results of
the consumers (tools) would decrease rapidly.



Mporpamma WALPRESTA  gesonachiie BPC cepum LS

WALPRESTA-Programme Safety Coupling Series LS

Onucanue:

6e3onacHble BPC ans cxxaToro Bo3gyxa ¢ 610KMPYOLLUMM YCTPOMUCTBOM,
npeaoTBpaLLatoLLMM OMACHbIA «XMbICTOBOM 3dhdeKT» Npu
pasbeanHeHu.

TexHu4yeckue XapakTepPUCTUKU:

* NONIHOCTbIO OoTBevaeT TpeboBaHusm ctaHgapta DIN EN 983
«TpeboBaHua 6e3o0macHOCTM MpuU 3KCMAyaTaumm XUAKOCTHbIX
CUCTEM U UX KOMMOHEHTOBY

* npocTas B obpalleHnm AByXLiaroBasi cuctemMa pas3brokupoBKu

» 6e3onacHoe pasbednHeHVe 3a CHET yNpaBnsioLLero anemMeHTa,
NpYBOAMMOrO B AeViCTB/E AABNEHNEM

+ 6e3onacHoe CoeAuHEHWe Npu pasHoM npodune HUNnenen

* 3KCMnyaTaumsi OfHOMN PYKON C aBTOMaTU4ECKOW BrIOKMPOBKON:
[0CTaTO4HO OJHOTO HaXaTus

* BbICOKasi MPOMyCKHasA CMOCOBHOCTb N HU3KOE COMPOTUBIIEHVE
MOTOKY

Mpenmywectsa:

* BbicOYanLasa 6e3onacHOCTb paboThl, abcontoTHas 3awmTa ot
OLINBOK NpY MaHUMYRALUSX

* 3KOHOMUS CPEACTB 3a CYET UCMONb30BaHNS YXe CYLLECTBYHOLLMX
HUNnenen

* BblCOKasi 3KOHOMWUYHOCTb MpPW KCMNyaTaLun 3a CHET BbICOKON
NPOMYCKHOW CMIOCOBHOCTU U ANUTENBHOIO CPpoKa CryX0bl

TexHu4eckue gaHHbIe:
paboyee gaeneHve: oo 12 6ap

HOMUHanbHbIN gnameTp: 6, 9 n 11 Mm
Matepuansbl: Kopnyc MydTbl: XMMUYECKN HUKENMPOBaHHas cTanb,

CTOMNOpHasA BTYyJKa: NacCMBUPOBaHHAA NaTyHb , AeTaln COeANHEHUSA!
OLUMHKOBaHHaA cTalnb

walther
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Description:

Compressed air safety coupling with locking device, which
prevents the dangerous "whiplash effect" during disconnection.
Features:

* Fully complies with the requirements according to DIN EN
983 "safety requirements concerning fluid systems and their
components"

* Easy-to-handle two-step unlocking system

* Safe disconnection by using a pressure activated
control element

* Safe connection with different adaptor shapes

* One-handed, push to connect operation with automatic
locking

* High flow value at low flow resistance

Benefits:

* Highest operational safety, no operating errors
* Saves costs by using existing adaptors
* Cost cutting through high flow value and long service life

Technical data:
Nominal sizes: 6, 9 and 11 mm
Working pressure: max. 174 psi

Materials:

Coupling housing: Chemicolly nickel-plated steel
Locking sleeve:Passivated brass

Connecting pieces: Zinc-plated steel

I'Ipmmeanme: crnefyeTt ucnonb3oBaTb HAMMNENU TONbKO N3 yI'IpO‘-{HéHHOVI,OLI,VIHKOBaHHOIZ ctanu

| Please note: only use adaptors made of hardened steel.

i
.
Tun LS-006 ¢ Hunnenem LP-006
e o - - — Type LS-006 to Adaptor LP-006
i —————
- L
T
Sw {ﬂﬂ[ﬂ}z —HIB Hunnens WALTHER / Adaptor (LP-006-1)
X
LS-006 ]| + e
«EBPO»-Hunnens no ctaHaapty DIN 14152
‘ / Adaptor acc to DIN 14152 (LS-E06-1)
L IC[=
T
SW .
[ Hunnenb EWO (gnunHbin)/ Adaptor (long)
ML e e= =
LS'009 r-._. H_ ,,,,, . o E
o -
- L . II}HIE - H Hunnens WALTHER /Adaptor (SP-009-1)
T
SW
|
LS-E11 |-+ EEII rrrrr 4 o ! H=| — -EHIEH «EBPO»-Hunnens XL /Adaptor XL (LS-E11-1)




Nporpamma WALPRESTA  gesonachbie BPC cepun LS
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WALPRESTA-Programme Safety Coupling Series LS prazision
; L(mMm/ | T (mm/ D (Mm / Bec (Iz)/
Howmep ana sakasa / Part number | CoeanHenve / Connection mm) mm) mm) SW Weight (g)
LS-006-0-WRO013-AAAA-Z01 G 1/4”"A DIN ISO 228 72,5 11 37 24 255
LS-006-0-WR017-AAAA-ZO1 G 3/8”A DIN ISO 228 73,5 12 37 24 265
LS-006-0-WR021-AAAA-Z01 G 1/2”A DIN ISO 228 76,5 15 37 24 275
© | LS-006-0-WR513-AAAA-Z01 G 1/4” DIN ISO 228 74,5 13 37 24 275
(=4
© | LS-006-0-WR517-AAAA-ZO1 | G 3/8” DINISO 228 75,5 14 37 24 275
(7,]
=1 | LS-006-0-WR521-AAAA-Z01 G 1/2” DIN ISO 228 78,5 17 37 27 295
LS-006-0-SL009-AAAA-ZO01 LLnaHr/ Hose 9 Mm / mm 91,5 30 37 24 265
LS-006-0-SLO11-AAAA-ZO1 LLnaHr/ Hose 11 MM / mm 91,5 30 37 24 265
LS-006-0-SLO13-AAAA-ZO1 Lnanr/ Hose 13 MM / mm 91,5 30 37 24 275
LS-009-0-WR021-AAAB G 1/2”A DIN ISO 228 82,6 15 40,6 25 300
g LS-009-0-WR521-AAAB G 1/2" DIN ISO 228 79,6 17 40,6 27 315
o
u') LS-009-0-WR526-AAAB G 3/4" DIN ISO 228 81,6 19 40,6 32 334
|
LS-009-0-SLO13-AAAB LLnaHr /Hose 13 MM / mm 94,4 30 40,6 25 298
LS-E11-0-WR021-AAAA G 1/2"A DIN ISO 228 81 15 40,6 25 290
—
o LS-E11-0-WR521-AAAA G 1/2” DIN ISO 228 87 17 40,6 27 305
1
9 | LS-E11-0-WR526-AAAA G 3/4” DIN ISO 228 80 19 40,6 32 324
LS-E11-0-SLO13-AAAA LLnaHr/ Hose 13 MM / mm 93 30 40,6 25 293
CoeauHeHne / Connection PasbeanHeHnue / Disconnection
BeHTunuposanue /
o |:|9 & (4) [
ﬁ
Mpadmk nponssoanTensHocTn / Performance diagram
KnamnaH ¢ 0AHoI cTopoHbl / sealing on one side
5 KoadhdpuumeHT pacxopa Cv: namepeH B cooTs. co ctaHaapTom DIN EN 60534, paGoyee BelyecTBo: cxaTblii Bo3gyx Temnepatypoi 20 °C,
=} A abcontoTHoe aaBnerwe 7 6ap (136biTouHoe 6 6ap)
& Flow rate Cv: measurement according to DIN EN 60534, medium: compressed air, at 20 °C, at 7 bar absolute (6 bar overpressure)
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*LS-006 ¢ Hunnenem / with Adaptor LP-006-1-... (DN 7) — CV= 1,71 - **LS-006 c Hunnenem / with Adaptor LS-E06-1-... (DN 8)— CV= 1,90




Mporpamma WALPRESTA

OnucaHue:

BesonacHble BPC gns cxartoro Bo3gyxa ¢ 6rmokupyrowmm
YCTPONCTBOM, NPeAO0TBPALLAIOLLMM OMAaCHbLIN «XbICTOBOM 3PMEKT»
npv pa3beamHeHUu.

TexHUYecKkne xapakTepuCTUKK:

* OTBEYAIOT BbiCOYaWLLMM cTaHAapTam 6eaonacHocTu 1
ONTUMMU3VMPOBaHbI AN NPOCTOTbI PaboThbl: aBTOMATUYECKUI
KOHTponnep obecneyvBaeT MEXaHNYECKOe COeANHEHNE NMONMOBUH
KOHTYypa, ero repMeTn3aLuio 1 Havano nogayv Bo3ayxa

* npocTas B obpalleHnn AByXLIaroBasi cuctema pasbrnokupoBku
* aBTOMaTnyeckasi 6roknpoBka

+ 6e3onacHoe pasbeanHeHVe 3a CHET yNpaBsioLLEro SfieMeHTa,
NpyBOAMMOrO B AeCTBUE AaBMEHUEM

* Marnoe ycunve coeavHeHus bnarogapsi pasaeneHnto yHKLWiA
COEeAMHEHMS U OTKPbITUS KnanaHa

* BbICOKasi NPOMyckHasi CNOCOBHOCTb U HU3KOE CONPOTUBIIEHNE
MOTOKY

MpeumyuiecTBa:

* Bblcovalilwasi 6esonacHocTb paboTel, abcontoTHas 3awmTa ot
OLUNBOK MY MaHUMYMALUSIX

* NErKOCTb COEAUHEHUS MPU MarbIX YCUNUAX

TexHu4eckue gaHHbIE:

pabouyee gaBneHue: 0o 16 6ap

HOMMWHasbHbIA anameTp: 12, 23 n 38 mm

Marepuansi:
Koprnyc MydThbl:
KPVBOLLMMHBINA AUCK:

HUKenupoBaHHasa NnaTyHb
HUKeNUpoBaHHasA naTtyHb

anoMUHWIA ¢ TBEPAEIM MOKPLITUEM
Hutpun / MNT®3

CTOMOpHasi BTyrKa:
YNIIOTHEHUS:

DR

Be3onacHblie BPC cepuu LS
6onbLIOro HOMMHaNbLHOro AMameTpa

WALPRESTA-Prog ramme Safety Coupling Series LS Large Nominal Sizes

walther
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Description:
Compressed air safety coupling with locking device, which
prevents the dangerous "whiplash effect' during disconnection.

Features:
Highest safety standard and optimal handling due to auto-

matic sequencer for mechanically connecting, sealing and
enabling the flow

Easy-to-handle two-step unlocking system

* Automatic locking

* Safe disconnection by using a pressure active control element

* Low connecting forces by separating the connection process
from the opening process of the valve
* High flow value at low flow resistance

Benefits:
* Highest operational safety, no operating errors
* Easy connection with little effort

Technical data:
Working pressure: max. 232 psi
Nominal sizes: 12, 23 and 38 mm
Materials:

Coupling housing: Nickel-plated brass

Crank disc: Nickel-plated brass
Locking sleeve: Hard-coated aluminium
Seals: NBR / PTFE

LS-023 ¢ vunnenem LP-019-1/ LS-023 to adaptor LP-019-1

H 1




I'IporpaMma WALPRESTA Be3onacHblie BPC cepun LS

60NbLIOro HOMUHANBLHOIO AMameTpa walther
WAI_PRESTA-Progrqmme Safety Coupling Series LS Large Nominal Sizes prazision

OcHoBHble paamepsl / Main dimensions

CoeaunHeHne* L D H, H, Bec/ COBMECTUMO C
i [ (mm/ [ (Mm/ | (Mm/ SW weight HUMMenem **
Homep ans sakasa / Connection (mm compatible with
Part number mm) | mm) | mm) | mm) (kr / kg) e
LS-012-0-WR521-AAAA-Z01 |G 1/2"DINIS0 228 | 134 | 58 83| 99 | 25 ”p"'ﬁfgca LP-012-1-SLO16
" npuén./ca. | LP-019-1-SLO19
LS-023-0-WR533-AAAG-Z02 |G 1” DIN IS0 228 170 | 76 107 | 135 | 40 o e o e
LS-038-0-WR548-AAAF-Z03 | G 11/2" DINIS0 228| 218 | 105 150 | 170 | 55 "P”g“(?-’ca- LS-038-1-SL053

* ipyrve BapuaHTbl NoakmodeHus no sanpocy / Other connections on request
** BonbLue nHpopmaumm cm. TexHudeckuin katanor / More further informations see Technical Catalogue

CoeaunHeHune / Connection

(1) (2)

PasbeauHenue / Disconnection

@

Mpacdmk nponsBoauTensHoctn /Performance diagram
KrnanaH ¢ ofiHoW cTopoHbl / sealing on one side
KoadhdpmumeHT pacxopa Cv: usmepeH B coots. co ctaHaaptom DIN EN 60534, paboyee BellecTBo: cxaTblii BO3ayx Temnepatypoit 20 °C,
e abcontoTHoe faBnexve 7 6ap (M3bbiITouHoe 6 6ap)
2 Flow rate Cv: measurement according to DIN EN 60534, medium: compressed air, at 20 °C, at 7 bar absolute (6 bar overpressure)
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*LS-023 ¢ Hunnenem / with AdaptorLP-019-1-... (DN 19) —-»CV=7,8 - **LS-023 ¢ Hunnenem / with Adaptor LS-023-1-... (DN 23) — CV= 33,6




Nporpamma WALPRESTA  Epc gns nHeemountcTpymenTa cepum LT
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WALPRESTA-Programme Tool coupling Series LT prazision
OnucaHue: Description:
npoyHble, Ho nérkve BPC ans oxartoro Bosgyxa (| Ans nyyiien Robust but light-weight compressed air coupling, for an
3ProHOMMKN paboyero MecTa, Cryxat Ans NOAKMoYEHNS PyYHOro ergonomic workplace, for connecting compressed air hand
MHEBMAaTUYECKOrO MHCTPYMEHTA. tools.
XapakTepucTuKu: Features:
* ManbIi BeC * Low weight

* BblCOKas nponyckHasa CMoco6HOCTb O ngh flow value

TexHM4Yeckue JaHHbIE: Technical data:

paboyee faBneHve: 12 6ap Working pressure: 174 psi

HOMUWHanNbHbIN anameTp: 7,91 11 mm Nominal size: 7,9 und 11 mm
Martepuanei: Materials:

kopnyc MydTbI: anioMUHWIA ¢ TBEPABIM MOKPLITUEM Coupling housing:  Hard-coated aluminium
CTOMOpHas BTyfKa:  yAaporpoyHast nnacrmMacca Locking sleeve: Impact-resistant plastic
AeTanu CoeAMHEHNs: aHOAMPOBaHHbIN antoMUHNIA Connecting pieces: Anodised aluminium

Cxema koHcTpykumn BPC anst nHeBMonHCTpyMeHTa cepum LT / Schematic design of an LT tool coupling

CronopHas BTynka
Locking sleeve

3awwmTa ot . [ononHutensHoe
uapanvH BecknanaHHeii o6opynoBaHve, Hanpumep,
(onuuoHanbHo) CoeauHenve | Kopnyc mydTbl KnanaH Myl BriokvpytoLumii wapuk HMnnenb nHeBMONMCToNeT
Scratch protection Connection Coupling housing Coupling valve Locking ball Through type adaptor | Accessories, e.g. blow gun
(accessory)
L
T SW
I ‘M}z 'HZEB Hunnens WALTHER / Adaptor (LP-006-1)
L1-006  [-FH--tHE-HiHHAE [o
- I \‘ = ] «EBPO»-nunnens no ctaiaapty DIN
L \ 14152 / Adaptor DIN 14152 (LS-E06-1)
T
SW
——
---------- : Hunnenb EWO (gnunHbin) / Adaptor (lang /
oo T - =g
Nl \pli —
L = Hunnens WALTHER / Adaptor (SP-009-1)
T
LT-E11 { - HHH 1 a] :H:EEH «EBPO»-Hunnens XL / Adaptor XL
- (LS-E11-1)




Nporpamma WALPRESTA  gpc ans nHemouncTpymeHTa cepum LT

WALPRESTA-Programme  Tool coupling Series LT wather
y _ Lvm/ | T(mm/ | D (mm/ el
omep Ans 3akasa / Part number | CoeauHenue / Connection mm) mm) mm) SW (r/ g)
LT-006-0-WR513-AAAF-Z07 | G 1/4” DIN ISO 228 61 11 28 22 62
§ LT-006-0-WR517-AAAF-Z07 | G 3/8” DIN ISO 228 62 11 28 22 64
'J. LT-006-0-XX009-AAAF-Z07 | LWnanr/Hose 9 mm/ mm 78 13 28 22 50
LT-006-0-XX011-AAAF-Z07 | LWnanr/Hose 11 MM/ mm 78 13 28 22 51
LT-009-0-WR521-AAAA G 1/2” DIN I1SO 228 71 17 30 27 90
§ LT-009-0-WR526-AAAA G 3/4" DIN ISO 228 73 19 30 32 95
:l LT-009-0-XX011-AAAA LWnaHr / Hose 11 MM/ mm 86 30 30 25 65
LT-009-0-XX013-AAAA Wnawr / Hose 13 MM/ mm 86 30 30 25 69
LT-E11-0-WR521-AAAA G 1/2" DIN ISO 228 77,5 17 30 27 95
E LT-E11-0-WR526-AAAA G 3/4” DIN ISO 228 80 19 30 32 100
K | LT-E11-0-XX011-AAAA Wnanr / Hose 11 mm / mm 92,5 | 30 30 25 71
LT-E11-0-XX013-AAAA LWnaHr / Hose 13 MM / mm 92,5 30 30 25 75

Twn LT-006 c 3awwmTon ot yapanwuH / with scratch protection

Twn LT-006 c 6ecknanaHHbiM Hunnenem LP-006-1 / with through type adaptor LP-006-1

Fpaduk nponsBogutenbHocTn /Performance diagram
KrnanaH ¢ ojHow cTopoHbl / sealing on one side
KoacbdpumumeHT pacxopa Cv: namepeH B cooTs. co ctaHaaptom DIN EN 60534, paGoyee BellecTBO: cxaTblii BO3Ayx Temnepatypon 20 °C,
el A abcontoTHoe aaBnexve 7 6ap (136bITouHoe 6 6ap) )
& Durchflusswerte Cv: Messung in Anlehnung an DIN EN 60534 Medium Druckluft, bei 20 °C, bei 7 bar absolut (6 bar Uberdruck)
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*LT-006 ¢ Hunnenem / with Adaptor LP-006-1-... (DN 7) — CV= 1,71 - **LT-006 ¢ Hunnenem / with Adaptor LS-E06-1-... (DN 8) — CV= 1,90




Mporpamma WALPRESTA CnupanbHbIe WNaHrM Ans CXKaToro Bo3ayxa

WALPRESTA-Programme Compressed air spiral hoses

OnucaHue:

cnuparnbHble WiaHrn ans cxartoro Bo3gyxa WALPRESTA
npounssogcTea WALTHER vmetoT HOMUHanbHbIN AgvameTp ot 6,5 Ao
11 MM 1 anuny ot 4,5 o 10 meTposB.

LLnaHrn coveTatoT B cebe cneumanbHble CBONCTBA
BbICOKOKa4€CTBEHHOTO MONMypeTaHa, M3 KOTOPOro OHW U3rOTOBMEHbI
1 HagéxHocTb Hawux BPC ans cxatoro Bo3ayxa.

walther
prazisianm

Description:

WALPRESTA polyurethane spiral hoses by WALTHER are
available in nominal sizes of 6.5 to 11 mm and lengths of 4.5
to 10 m.

They combine the reliability of our compressed air couplings
with the special properties of the high-quality polyurethane of

TexHUYecKue xapaKkTepUCTUKM:

* BbICOKas NPOMyckHasi CNoCOBHOCTb MpY AOMYCTUMbIX pabounx
AasneHusx ao 10 6ap (Npu kOMHaTHOWM TeMnepaType)

* LUMpOKas 30Ha OXBaTa MpY COKPaLLEHHOM pasmepe MecTa Ans
XpaHEeHUs LUNaHra 3a cY4ET HebonbLLOro AvamMeTpa cnvpanu

* 3M1aCTUYHOCTb, TMBKOCTb U YCTOMYMBOCTb K nepernbam 3a cyéT
MCnonb30BaHWA creumanbHOro NonnypeTaHa ¢ 3almuTon oT

nepernoos

* BblCOKas yCTOVI‘-IVIBOCTb K U3HOCY, BO3[ENCTBMIO AABNEHNS U

TpeHus

* cnvparnb LwnaHra obnagaeT UCKIOUYUTENbHO CTaburbHON cunomn

06paTHOF0 CKpy4mBaHuA

* He cogepxaTt CUJIMKOHa, I'IJ'IaCTVICbVIKaTOpOB N TSHKENBIX METarnsos;

CTOWMKM K BO34ENCTBUIO TOMMBA, Macen n aHTudpuaa
* npsiMble yyacTku gnuHor 100 unmn 500 mm

Howmep ana 3akasa / Part number

the spiral hoses.

Features:
* High flow rates at allowable working pressures up to 145

psi (at room temperature)

* Large operating range with reduced space requirements
due to small coil diameter

* Elastic, flexible and kink-resistant by using special

polyurethane and anti-kink protection

* High resistance to abrasion, pressure and wear

* Coil has an extremely stable restoring force

* Absolutely silicone-free; contains no plasticisers or heavy

metals; resistant to fuel, oil and antifreeze

e Straight outlets 100 and 500 mm

CnvparnbHble wnaHrm / Spiral hoses

CoepnuHeHue /
Connection

SW-007-9-WR013-PU-1-Z03
SW-007-9-WR013-PU-1-Z06
SW-008-9-WR017-PU-1-Z03
SW-008-9-WR017-PU-1-Z06
SW-008-9-WR017-PU-1-Z08
SW-009-9-WR017-PU-1-Z03
SW-009-9-WR017-PU-1-Z06
SW-009-9-WR017-PU-1-Z08

SW-011-9-WR021-PU-1-Z06
10

G 1/4" A DIN-ISO 228
G 1/4” A DIN-ISO 228
G 3/8” A DIN-ISO 228
G 3/8” A DIN-ISO 228
G 3/8” A DIN-ISO 228
G 3/8” A DIN-ISO 228
G 3/8” A DIN-ISO 228
G 3/8” A DIN-ISO 228

G 1/2” A DIN-ISO 228

BHYTpeHHUN |  TonwmHa MUHAMATBHBI
X HapYXHBbIN | cTeHok \Wall | AonycTiMeii
[innva wnawra | Pabosas anmkal - pametp | ihickness [ PR nepemoa
Hose length Working length |Hose ID x AD (Mm/ mm) bending radius
(M/m) (m/m) (Mm/ mm) i)
4,5 3 6,5x10 1,75 25
7,5 6 6,5x10 1,75 25
4,5 3 8,0x12 1,75 25
7.5 6 8,0x12 2,0 30
10 8 8,0x12 2,0 30
4,5 3 8,9 x 13,1 2,0 30
7.5 6 8,9 x 13,1 2,1 35
10 8 8,9x 13,1 2,1 35
7,5 6 11x16 2,5 80




Mporpamma WALPRESTA  nononuurtensHoe o6opyaosatme

WALPRESTA-Programme Accessories

3awwmTa ot yapanuH gna BPC cepum LT

OnucaHue:

3awmTa OT uapanuH HagéxHo npegoxpaHset mydty BPC 1
NPUMbIKaIOLLME YHaCTU KOHTYpa OT MOBPEXOEHWNA.

Bepcusa us atuneHa-nponuneHa:

* Msirkas pesuHa (3I1)

* LUBET: YEPHbIN

* YyCTONYMBA K BO3AENCTBUIO rMOpaBAM4eckon xugkoctu Skydrol
(DL4)

Bepcusa us Hutpuna:

* markas pesuHa (IB)

* LBET: YEPHbIN

walther
prazisianm

Scratch protection for series LT

Description:

The scratch protection reliably protects the coupling and the
surroundings from damage.

EPDM version:

* Soft rubber (EP)

* Colour: black

NBR sestsioint)- resistant

* Soft rubber (PB)
* Colour: black

ca.137 (anuHHas / long)

ca. 82 (cpeaHsisi /medium)

Ca. 74 (kopoTkas/ s@rt]

@ 28

|
@13

SO
215

s

MaKC. BHELLHWIA AMameTp LunaHra /
Howmep ans sakasa Onucanue / Description coeauHeHus | max. outer dia?neter of hose /
Part Number connection

4-LT-006-512-EP [nvHHas 3awmTa oT LapanuH (ans _

4-1LT-006-512-PB | MPAMbIX Luna_HrOB) / Scratch protection 13 mm j
long (for straight hoses)

4-1LT-006-513-EP | 3alunTa oT uapanuH cpeHen ANvHbI (Ans

4-1LT-006-513-PB | CMvPanbHbIX WwWnaxros) / Scratch protection G 3/8"
medium (for spiral hoses)

4-1T-006-514-EP 3awumTa oT uapanuH Manow AfuHbI

4-1T-006-514-PB (ans CrmMpanbHbIx LIJJ'Ia.HFOB) / Scratch G 1/4” ’
protection short (for spiral hoses)

Habop nHeBmatuyeckoro obopyaoanns WALTHER ¢ nHeBmonuctonetoM. / WALTHER compressed air set with blow gun.

Mebl Takke noctaensiem cuctembl WALPRESTA B
nonHoM coope v npoLueawmMm TECTUPOBAHME.
We also deliver your WALPRESTA-SYSTEM
fully assembled and tested.
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Mporpamma WALPRESTA  pononnurenshoe o6opyaoBaHue

WALPRESTA-Programme  Accessories wEL e

MHesmonuctonet Tuna 95003 Blow gun type Type 95003

Onwcakme: 5 ) Description:

nkesmonuctonet WALPRESTA - unearnbHE nHesMaTecki The WALTHER WALPRESTA blow gun is the ideal blow out tool.
NHCTPYMEHT A5l PaCTibNeHNs. 3a CYET CMEHHBIX PACMbIINTENbHbIX Thanks to their interchangeable nozzles and extensions they are
HaKOHEYHUKOB N Haca[oK MHEBMOMUCTOSEThI ABMAOTCA UniVersC‘”y 0pp|icdb|e

YHuBepCcarbHbIMA. Features:

TexHu4Yeckme xapaKTepPUCTUKM: * Robust and reliable due to aluminium housing
e Low noise level

. * Amount of compressed air is easy to adjust
* NIPOYHAs N HALEXHAS KOHCTPYKLMS, KOPTYC W3 amtoMUHIS .
* Long service life

* HU3KMI YPOBEHb LLyMa Npy paboTe a
o v el Technical data:

* Nérkasi HaCTpoVka AaBNEHNS CXXaToOro BO3ayxa T e LP-006-1 or LP-007-1
* ONUTETBHBIVA CPOK CIyXObl '

Working pressure: max. 232 psi

TexHU4ecKue OaHHble:
coeauHUTENbHbIN HUNnenb: LP-006-1 unu LP-007-1
paboyee AaBneHue: oo 16 6ap

Howmep gna 3akasa / Part number CoeguHeHune / Connection

95003-9-ST006-30 Hunnenb /Adaptor (LP-006-1)

95003-9-ST007-30 Hunnens /Adaptor (LP-007-1)

140

AnbTepHaTUBHasA MoAenb ANS HAMNEeNs ¢ npodgunemM, COOTBETCTBYHLWEeMY cTaHgapTy ISO 6150-C: /

Be3onacHble BPC gns cxatoro Bo3gyxa cepum LS-C Compressed air safety coupling series LS-C
MpeanaratoTcs HOMUHarbHbIE AnaMeTpbl 6, 8 n 11 MM Available in nominal sizes of 6, 8 and 11T mm
MoryT 6bITb coeiMHeHbI ¢ NobbIMK HUNNensmMK no ctaHaapTy 1ISO 6150-C Can be connected to adaptors conforming to ISO 6150-C
ABTOMaTMYeckas GrokupoBka Automatic locking
KomnakTHas KOHCTpyKUuMS Compact design
Huskuit Bec Light-weight

Carl Kurt Walther GmbH & Co. KG

MpenctaButenscTBo B Poccun n CHI™:

MoHomapeB Cepren Hukonaesuy L.I_h
Ten.(6ecnnatHo no P®): 8 800 350 31 09 WE Er
sale@walther-praezision.ru prézisinn

skype: ponomarevsergio
Cant Ha pycckom s3bike: www.walther-praezision.ru BbICTPOPa3b&MHbIE CUCTEMBI
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